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GENERAL DESCRIPTION: 
Model DFHV-1DS digital high volume air samplers provide a durable brushless motor with the 
simplicity of operation and improved accuracy.  This model features a motor cooling fan within 
the motor housing, digital flow measurement, elapsed time and accumulated volume measure-
ment capability.  It has a bright LED display and a four button keypad. Model DFHV-1DS has 
automatic flow control. The brushless motor eliminates the need to change brushes every 500 
hours. 
 

Various factory settable flow and volume engineering units are available for selection. 
 

The pump is mounted on a rigid base with non-skid rubber feet. 
 

The air sampler is supplied with a 4 inch (102 mm) diameter filter holder.   
 
 

The DFHV-1DS air sampling system is designed for continuous indoor use.  Please consult the 
product specifications for the design temperature range and the installation category. 
 
Rev: 24 Nov. 2015 

NOTABLE FEATURES: 
Display in English or metric units set at factory 
Choices of flow/volume units: 

SLPM SL 
SCMH SCM 
SCFM SCF 

State of the Art microprocessor electronics 
Automatic Flow Control 
Auto Shut-off on time or volume 
Flowrate and volume totalizations displayed are corrected 

to a factory settable Reference Temperature and Pres-
sure (4 options available) 

Elapsed time meter 
Auto zero calibration feature of flow sensor 
Bright LED display 
Flow rate accuracy within ± 4.0% F.S. 
RS-232 Communication Port w/Operator selectable download frequency for real-time data 
110 – 120 VAC, 50/60Hz; single phase 
Brushless motor 

New!  
1100 watt brushless motor 



DFHV-1DS SPECIFICATIONS: 

 
PUMP TYPE:   Two-stage, dual ball-bearing,  
bypass type brushless motor with an independent 
cooling system. The motor has thermal overload  
protection. 
 
POWER: 1100 Watts 
 

MAXIMUM MOTOR CAPACITY:  100+ CFM at 
29.92” Hg and 68ºF (Free Air Flow). Actual flow rate 
achievable will depend on the filter media utilized 
 
HUMIDITY OPERATING RANGE:  
0 – 95% RH    (non-condensing) 
TEMPERATURE OPERATING RANGE: 
      18°F to 122°F    (-8°C to 50°C) 
 

ULTIMATE VACUUM: 86” H2O at 29.92” Hg and 
68ºF and zero flow restriction 

 

POWER REQUIREMENTS:  
110 – 120VAC; 50/60Hz at 14 amperes; single phase 
 

CIRCUIT BREAKER PROTECTION:   
15 amperes 
 

ELECTRICAL CORD:  All temp, 3 wire 16 gauge 
 

FLOW CONTROL:   
PWM Electronic motor speed control 
 

HANDLE:  Durable metal/plastic 
 

DIMENSIONS:  12.7 ”L × 10.7”W × 7.5 ”H 
        (32.3 × 27.2 × 19 cm) 
 
AVERAGE dB: 86.5 
 

WEIGHT: Approx 14 lbs. (6.4 kg) 
 

INSTALLATION CATEGORY:   
Pollution Degree 2 
 

DIGITAL FLOWMETER DISPLAYS: 
Flowrate:  Corrected to Ref. T and P 
Elapsed Time: hhh:mm 
Volume:  Corrected to Ref. T and P 

 

FLOW CALIBRATION: 
Factory calibration or calibration check recommended 
once per year. 

AVAILABLE FLOW/VOLUME UNIT  
COMBINATIONS: 

 

NOTE:  Units are factory set. Specify  
desired units at the time the order is 
placed. 

 
APPROXIMATE FLOW RATES 
THROUGH VARIOUS FILTER  
COMBINATIONS: 

 
 

 
 
Adaptor for 1.83”MPT Filter Holder: 
P/N: HV1SAP 
 
Factory Settable Reference T and P 
Classical STP               0ºC, 1 ATM 
Normal T and P             20ºC, 1 ATM 
Modified Normal T and P         70ºF, 1 ATM 
Standard Ambient T and P        25ºC, 1 ATM 
 
 

FLOW VOLUME 

SCFM SCF 

SLPM SL 

sm3/h sm3 

PARTICULATE 
FILTER 

(102 mm) (CFM) (LPM) 

213340 58 1640 

521140 35 990 

FP4.0M 57 1613 

FP40 28 792 

FLOW RATE  

OPTIONS: P/N: 

Data Storage Device 232FCDSD 

2 GB Secure Digital Card 372239 

FlashCard Reader SDDR-199-A20 

OPTIONS: P/N: 

Data Storage Device 232FCDSD 

2 GB Secure Digital Card 372239 

FlashCard Reader SDDR-199-A20 

PARTICULATE 
FILTER 

(102 mm) (CFM) (LPM) 

213340 58 1640 

521140 35 990 

FP4.0M 57 1613 

FP40 28 792 

FLOW RATE  

FLOW VOLUME 

SCFM SCF 

SLPM SL 

sm3/h sm3 

404 Cypress Road, Ocala, FL 34472 

352.680.1177 ph  352.680.1454 fax 

www.fjspecialty.com  


	GENERAL DESCRIPTION:


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


